
TP QEMU
#1 Linux From Scratch

 
Noyau Linux

tar jxf linux-X.Y.Z.tar.bz2
cd linux-X.Y.Z
make allnoconfig
make menuconfig

General setup::Initial RAM filesystem and RAM disk
General setup::Optimize for size
Executable file formats / Emulations::Kernel support for ELF 
binaries
Device Drivers::Block devices::RAM block device support
File systems::Miscellaneous filesystems::SquashFS
File systems::Miscellaneous filesystems::ROM file system support

make
cp arch/x86/boot/bzImage ../kernel-linux-X.Y.Z
cd ..
qemu -kernel kernel-linux-X.Y.Z -hda /dev/zero

 
Questions :

1. Constater la taille d'un noyau pour le moins minimaliste. Pourquoi kernel panic ?
 
Busybox

tar jxf busybox-X.Y.Z.tar.bz2
cd busybox-X.Y.Z
make menuconfig -> Busybox Settings::Build Options::Static binary
make CONFIG_PREFIX=../rootfs1 install
mkdir ../rootfs1/{etc,dev,mnt,proc}
cd ../rootfs1/dev
touch @console,c,5,1 @null,c,1,3 @ram0,b,1,0 @tty,c,5,0 @zero,c,1,5
for i in `seq 0 5`; do touch @tty$i,c,4,$i; done
cd ../..
genromfs -f romfs1.img -V "ROMFS Busybox RootFS" -d rootfs1
qemu -kernel kernel-linux-X.Y.Z -initrd romfs1.img -hda /dev/zero
cp -r rootfs1 rootfs2
cd rootfs2/dev/
remplacer les @ par des mknod

(ex1: #mknod console c 5 1) (ex2: for i in `ls @*`; do 
node=`echo $i |sed 's/^@//;s/,/ /g;'`; sudo mknod $node; done)

cd ../..
mksquashfs rootfs2/ squashfs.img
qemu -kernel kernel-linux-X.Y.Z -initrd squashfs.img -hda /dev/zero

 
Questions :

2. Pourquoi clavier US ? Comment mettre en clavier FR par défaut ?
3. Montage de /proc par défaut ?
4. Différence de taille de ROMFS / SquashFS ?
5. Comment créer un RootFS minimal ?
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